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STOREFRONT TYPE "B”
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STOREFRONT TYPE "B”

LOCATION - Food Court Premises.

GENERAL CRITERIA

The Type B stores form the basis of the General Conditions in the Food Court Area. The Landlord will
provide a demising end cap, mall ceiling cove and Mall floor finish, which will provide the frame in which
the Tenant's storefront and counter will be placed.

Within this frame, the Tenant has an overall height of 11'0" by his own Storefront width to create a design
which will reflect his image using the approved materials and controls (refer to General Conditions
sketches:

See Schedule "D" (Medicine Hat Leasing Document) for information regarding the Landlord's
responsibility for services in the Food Court.

STOREFRONT AND COUNTER LINE

€)) The counter top must stop behind the end cap at the Lease Line as per the attached sketches,
and/or be recessed into the Tenant's space as approved by the Landlord or its architect. Height
may vary. Furr out demising wall behind end cap to rear of counter.

(b) The storefront height is set at 11'0', however, food court Tenants may incorporate bulkheads into
their storefronts, subject to the Landlord's or the Landlord's Architect's approval.

(c) Tenant's counter face to be finished in an approved material.

DESIGN CONTROL AREA

The Landlord has designated a zone within each food court leased premises as a Design Control Area.
This zone spans the width of the premises and extends from the Lease Line to the wall separating food
service from food preparation areas. Where such a wall is not present in the storefront design, the zone
extends to 5'0" from the Lease Line. All aspects of architectural design and all finishes within this zone
are subject to the Landlord's or the Landlord's Architect's approval.

CLOSURE

Storefront closure may be overhead rolling grille, or track mounted folding screen, if required by Tenant
for security reasons.

The grille structure is to be mounted in the ceiling to provide a clear opening when the grille is in a raised
position. Grille and enclosure to be suspended from the roof structure, not attached to the Landlord's
ceiling cove. Any tracks for alternate closures must be recessed and must occur a minimum of 2" back
from the Lease Line.

24



FLOORING

Base Building tile floor by the Landlord terminates at the Lease Line. The Landlord or the Landlord’s
Architect must approve flooring within the Tenant space. If the counter is recessed into the Tenant's
space, the adjacent Mall tile is to be extended to the counter at the Tenant's expense.

CEILING

The Landlord's ceiling treatment terminates at the Lease line. Continuation of the ceiling when exposed
to the mall within the Tenant's store area must be separated from the Landlord's ceiling cove using metal
edge to the Landlord's or the Landlord's Architect's approval. Finish and colour to be approved by the
Landlord or its architect.

DEMISING WALLS

End cap on demising walls by the Landlord, as detailed and specified in the Outline Drawings. The
Tenant to furr out the demising wall behind the end cap to the rear of the counter, as shown on General
Conditions.

The demising walls separating the Leased Premises will be constructed of 3 5/8" fire rated gypsum board
from floor to underside of roof deck, taped and sanded, ready for the Tenant's finish. Any work incurred
to provide additional fire rating to comply with building codes will be at the Tenant's expense and all
partitions within the Leased Premises will be at the Tenant's expense. Steel stud and drywall demising
walls are not designed to support wall-mounted fixtures.

SIGNAGE CONTROLS

Signage may be suspended or mounted on the Tenant's dropped bulkhead or suspended from the
Landlord’s base building bulkhead, and must conform in every other respect to the stipulations for
signage control set forth for Type "A" Storefronts.
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KIOSK DESIGN
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KIOSK DESIGN

Each kiosk design will be dealt with on an individual basis with regard to the points set out below:

1) Originality of Design

2) Height of Kiosk

3) Area the Kiosk is to be located in the shopping centre

4) Kiosk signage conformity and elevation

5) Sight line of surrounding tenants

Design Criteria’s for the kiosks are governed by civic agreements and will be under strict Landlord review.
Kiosks must be low in profile, finished in high quality materials and have integrated signage. Overhead
framing of any type will not be permitted, except to accept lighting or signage. Designers of kiosks are
encouraged to work closely with the Tenant Coordinator. Generally a uniform width of not more than
10'0” is acceptable. Kiosks extending beyond a length of 20 ft are not acceptable.

Counter-type kiosks to be no more than 42" high. The area allocated to kiosks will include a zone around
the kiosk of at least 18" deep for the purpose of providing queuing space without decreasing the effective

Mall walkway width.

Kiosk design will provide means whereby queuing at cash register positions will not reduce the effective
walkway widths.

Kiosks will be permitted to temporarily display merchandise on the counter to a maximum of 30" above
the counter top. All counter displays must be coordinated into the counter design and must use similar
materials and finishes to compliment the overall design.

Manufacture supplied displays will only be allowed if approved by the Landlord.

Signage must be coordinated into the counter design maintaining a low profiled appearance.

Should structural columns exist within the Kiosk.......... signage will be allowed to be mounted to the
column provided it is contained within the column face area.

All  kiosks will be self contained, and capable of lock down during non- retail hours.
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