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KIOSK DESIGN
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KIOSK DESIGN

Each kiosk design will be dealt with on an individual basis with regard to the points set out below:

a) Originality of design

b) Height of kiosk

c) Area the kiosk is to be located in the shopping centre
d) Kiosk signage conformity and elevation
e) Sight line of surrounding tenants

Design Criteria’s for the kiosks are governed by civic agreements and will be under strict Landlord review.
Kiosks must be low in profile, finished in high quality materials and have integrated signage. Overhead
framing of any type will not be permitted, except to accept lighting or signage. Designers of kiosks are
encouraged to work closely with the Tenant Coordinator. Generally a uniform width of not more than
10'0” is acceptable. Kiosks extending beyond a length of 20 ft are not acceptable.

Counter-type kiosks to be no more than 42" high. The area allocated to kiosks will include a zone around
the kiosk of at least 18" deep for the purpose of providing queuing space without decreasing the effective
Mall walkway width.

Kiosk design will provide means whereby queuing at cash register positions will not reduce the effective
walkway widths.

Kiosks will be permitted to temporarily display merchandise on the counter to a maximum of 30" above
the counter top. All counter displays must be coordinated into the counter design and must use similar
materials and finishes to compliment the overall design.

Manufacture supplied displays will only be allowed if approved by the Landlord.

Signage must be coordinated into the counter design maintaining a low profiled appearance.

Should structural columns exist within the Kiosk.......... signage will be allowed to be mounted to the
column provided it is contained within the column face area.

All kiosks will be self contained, and capable of lock down during non- retail hours.
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